Synopsis

Stage
	Style
	Proscenium Arch

	Proscenium Width
	12300 mm

	Proscenium Height
	4100 mm

	Stage Height (from auditorium floor)
	900 mm

	Stage Depth (from curtain line)
	6500 mm

	Apron Depth (from curtain line)
	2500 mm

	Permanent Stage Extension (Depth)
	2400 mm

	Permanent Extension Height (from auditorium floor)
	650 mm

	Auditorium Floor to Ceiling
	7300 mm

	Auditorium Floor to Underside Air Ducts
	5700 mm

	Clear Space Between Air Ducts
	8300 mm

	Stage Surface Type
	T & G unpolished boards

	Stage Surface Condition
	Good

	Prompt Side Wing (from mezzanine to legs)
	2100 mm

	O.P. Wing Space (from wall to legs)
	3300 mm

	Crossover
	Behind black tabs or via dressing room corridor

	Limited winched barrels
	Available

	Docking Facility
	Available

	Height of Dock (from ground)
	960 mm

	Dimension Dock Door
	2800 x 4300 mm

	Legs and Borders (colour)
	Black (wool)

	Legs and Border Condition
	Good

	Dimension Borders
	900 x 14400 mm

	Dimension Legs
	6000 x 2200 mm

	F.O.H. Curtain (colour)
	Blue (uncut cord)

	F.O.H. Curtain Operation
	French Action (P.S.)

	Cyc
	Not Available

	Black Tabs (tied off to barrel)
	900 mm from real wall of stage

	Dimension Black Tabs
	7000 x 8000 mm




Electrics
	Electrical Voltage Used In Theatre
	240 Volts

	Theatre Lantern Stock
	Limited

	Control Board (Analogue)
	Strand 36 x 2 presets

	Dimmers (Analogue)
	(Jands/CCT) 24 x 2000 Watts

	3 Phase outlets Prompt Corner
	2 x 32 Amp

	3 Phase outlets Prompt Side Gallery
	2 x 32 Amp

	3 Phase outlets Ceiling above auditorium
	4 x 32 Amp

	3 Phase outlets Lighting Booth
	3 x 32 Amp

	3 Phase outlet Exterior Western Wall
	1 x 32 Amp

	House Light Controls
	Switch panel in Lighting Booth/Projection Booth only




Sound
	Auditorium System
	4 x Bose 802

	Sound Mixer
	Inkel 18 channel

	CD/Cassette Players
	Available

	Show Relay to dressing rooms
	Available

	Foyer Chimes
	Operated Prompt Corner, Lighting/Sound Booths and Managers Office

	Foyer Paging
	Via Mic. in Sound Booth

	Auditorium Paging
	Via Mixer in Sound Booth

	Dressing Room Paging
	Via Mic in Prompt Corner




Communications
	External Phone (local calls only)
	Managers Office

	Pay Phones
	20 sec. walk from Theatre

	Headset talk-back system
	Not Available

	Dedicated Lines for Headsets
	Available

	Intercom Phone
	Aiphone System

	Video Monitoring
	Available




Dressing Rooms
	Number of Dressing Rooms
	3

	Number of Persons Per Dressing Room
	#1 

#2
#3
	6
15
15

	Mirrors and Make-up Lights
	All Rooms

	Sinks with hot and cold water
	All Rooms

	Shower
	Available

	Dressing Room Location
	Directly under stage

	Access to Stage
	via Stairs P.S. and O.P.

	Costume Racks
	All Rooms




Auditorium
	Capacity
	857

	Style
	476 raked 

285 seats on level floor
96 seats in balcony

	Acoustics
	Very Lively

	Site Lines
	No Major Problems

	Seat Colour
	Black Vinyl

	Wall Finish
	Brick

	Floor Finish
	Carpet raked and balcony seating, other polished T & G flooring

	Heating
	Available

	Cooling
	Available

	Air Flow Control
	Managers Office

	Piano (Steinway Concert D)
	Available, Conditions Apply

	Auditorium Layout
	see Floor Plans




Lecture/Conference Facilities
	35mm Projectors
	2 x Projection Booth

	16mm Projector
	1 x Projection Booth

	Cinema Screen
	located directly in front of pros-arch

	Cinema Screen Operation
	electrically lowered from projection booth

	Lecturn
	Available


 

 

